
Headlight Removal & Installation: MBZ W220 / S Class 
 

DISCLAIMER 

Buyer assumes any and all risk and liability from the installation and use of this product. Seller, author, or any of their affiliates 

assume no liability for injury, loss, incidental or consequential damages deriving from installation and/or use of this product. 
 

Tools Required: 

• 8mm or 5/16” socket  • 3/8” or 1/4” drive socket wrench 

• 10mm socket   • Flathead Screwdriver 

• 3/8” or 1/4” socket extension •Phillips Screwdriver         
 

Step 1: Disconnect the main adapter and auto-leveling plug. Example A shows the two plugs on the headlights, 

whereas Example B shows an example how your vehicle's factory plug looks like.  

 

  
Example A 

 
Example B 



Step 2: Unscrew all three screws shown in Example C. Screws I and II are headlight mount screws, whereas 

screw III is for the bumper.  

 

 
Example C 

 

Step 3: Once you have unscrewed all three screws, you will now be able to pull the headlight from its mounting 

bracket. Please note that the bumper screw mount (highlighted circle) in Example D below is flexible. So 

instead of maneuvering the headlight screw mount (which will cause pressure on the other screw mount and 

break it) slightly bend the bumper screw mount away so that you are able to free the headlight screw mount.  

 

 
Example D 



Step 4: After you have removed your old headlights and you are about to replace them, you must carefully 

position your new headlights back in to its mounting bracket. Example E below shows an instance of how the 

mounting bracket will look. "C" in Example E below is the socket slot for the "ball" shaped screw on your 

headlight (shown below and lettered "E"). You must fit the ball shaped screw (E) into the socket slot (C) first 

before trying to secure the screws on your headlight.  

 

 

 
Example E 

 



Step 5: Using Example E above, once you have fit "E" to "C," you may go ahead and secure rest of the 

mounting screws (A & B). When placing the replaced headlights back into its mount, please do not forget that 

the bumper screw mount (shown in Example F) can be flexed so that you will be able to properly align the 

position of your headlight. Finally you may go ahead and secure the bumper mounting screw that is shown in 

Example F below. 

 

 
Example F 

 

 

Step 6: After your headlights have been successfully mounted on your headlight mount, you must now re-

connect your vehicle's factory plug (shown in Example A & B) to your newly replaced headlights. 

 

 

Step 7: Once you have made sure to secure the screws on your headlights and plug back your factory adapters, 

you will be finished with the headlight install. Enjoy your headlights! 

 

 



 
 

 
 

 



 

 


