
Tail Light Removal & Installation:  
2004 Mercedes Benz G50 

 

DISCLAIMER 
Buyer assumes any and all risk and liability from the installation and use of this product. 

Seller, author, or any of their affiliates assume no liability for injury, loss, incidental or 
consequential damages deriving from installation and/or use of this product. 

 

Tools required:  

 Phillips screwdriver 

 Electrical tape 

 Soldering iron tool 

 

1. First, you will need the Phillips screwdriver to loosen the two screws on the covers. 

The red circles shows where they are located on the picture below.  

 
 

2. After the cover is off then there will be the bulbs exposed and another four screws 

holding the tail light. You will need the Phillips screwdriver to remove as well. 

 



 
 

3. The black base should be loose and it should be able to be taken off. The bulb console 

should be easy to take off after the base is off.  

 



 
 

4. Now, the connection on the console uses the slide in heads. The pictures above shows 

an example of how it looks like. The LED comes with regular wires. From here on, there 

is two options you can take to wire power into the tail lights. There is the wire splicing by 

merging onto the factory wires. We opted to solder the new matching heads so it becomes 

a direct plug and play. After soldering wires, it is important that there is a cover on the 

exposed wiring to prevent any short circuiting or blown fuses.  

 

5. After the soldering is complete, this is how the wires on the LED Tail Lights in the 

picture below. 

 



 

Notice how the wires are covered with a black tape. You can also use a rubber wire cover 

and use a heat gun to warm it up and it tightly blend onto the wire. 

 

6. The picture below is the wiring diagram for the passenger side tail light. 

 
 

The factory brown wire should be going to the black wire from the tail light. The factory 

black/green wire should be connected to the white wire from the tail light. The factory 

black wire should be connected to the red wire from the tail light. The factory red/grey 

wire should be connected to the blue wire on the factory wire. 

 

The wires from the tail lights:  

 black wire = negative ground wire 

 white = signal light 

 red = brake light 

 blue = parking light 

 

 

 

 

 

 

 

 

 

 



7. The picture below is the wiring diagram for the driver side tail light. 

 
 

The black/red factory wire should be connected with the red wire from the LED tail light. 

The grey/black factory wire should be connected to the blue wire from the LED tail light. 

The black/white factory wire should be connected to the white wire from the LED tail 

light. 

The brown factory wire is the ground wire and should be connected to the black wire 

from the tail light. 

 

8. Once everything has been plugged in correctly, check that the lights do turn on and 

most importantly no errors. Lastly, take the electrical tape and wrap the connectors.  

 

Here are the completed installation pictures: 

 



 

 



 
 

Enjoy your new LED Tail Lights! 


